
SUB-NANOSECOND
Picolo MOPA 50

Features

Compact laser head and power supply with small footprint
High efficiency
No external cooling required
TEM00 pulses down to 500 ps
Repetition rates up to 100 kHz
External triggering / synchronisation to < 200 ps jitter
Oscillators to 2 W and > 125 kW peak
Oscillator / amplifier to > 4 W and > 300 kW peak
IR, Visible / UV (harmonic) and fibre optic delivery options
Laboratory or customised OEM units



Model
Model SL-PICOLO50-MOPA

Energy
Pulse Energy @ 1064 nm > 0.05 mJ
Pulse Energy @ 532 nm > 0.02 mJ
Pulse Energy @ 355 nm > 0.012 mJ
Pulse Energy @ 266 nm > 0.004 mJ

Beam Parameters
Pulse Width @ 1064 nm < 1100 ps
Divergence 7 mrad
Pointing Stability < 30 µrad
Beam Diameter ~ 0,2 mm
Temporal Jitter < ± 0,4 ns

Operating Parameters
Electrical Supply 110-250 VAC, 50 / 60 Hz, < 200 W

Weights
Laser Head 7 kg
Power Supply 58 kg

Dimensions
Power Supply (L x W x H) 450 x 483 x 44 mm (19", 1 RU)



Drawing

InnoLas Laser GmbH | Justus-von-Liebig-Ring 8 | 82152 Krailling | Germany
Phone: +49 (89) 899 360 - 1400 | Fax: +49 (89) 899 360 - 1499
E-mail: info@innolas-laser.com | Homepage: www.innolas-laser.com

© InnoLas Laser GmbH 2026

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

